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Director’s Message

Mr Kai-Yin Ip, founder of Precision Mastech Enterprises was a true spirit from Hong Kong. 

 

• Excellence in providing Customer Service 
• Excellence in providing  to all our partners 
• Excellence in 

 
• Excellence in genuine 

 

• Increase 
MOQ (meaning less pressure on 

• Increased value on 
• Increased 

Jackie Ip 
Managing Director
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Mastech Products 

At Mastech, our production lines are monitored under rigorous management 
to assure that each product are manufactured and tested under the 
International Electrotechnical Commission (IEC) safety and environmental 
standards at minimum.  

With various range of certi�cations that are clearly marked in all products, 
all DIY household use, educational institutions, professional electricians, 
Medical and Research Labs or even the construction industries can be 
rest assured. 

Mastech Team
 
At Mastech, our solid fundamentals are built because of two main areas: 

1. Customers: 
- Experience 100% e�ort in providing each sell. 
- Free Presentation and consulting the �rst time round. 
- Post Customer Sales strategy 
- E�cient Logistics 
- Professional Technical support 
- After Sales 

2. Our Business 
- Brand 
- Innovation
- Technology 
- People 
- Delivery 
- Social Responsibility

Come meet our team! 

about
  



MS2602
Digital AC Fork Electrical Tester

06         NEW ARRIVAL 07NEW ARRIVAL

MS5911B
Portable Appliance Tester (PAT)

Features

- True RMS
- LOZ (DCV/ACV)
- 600V AC/DC Measurement
- AC Current 200A 
- DC Current 1000µA

- Non-Contact Voltage Detector (NCV)
- Display Back Light
- Data Hold
- Safety Rating CAT III 600V

The new TRMS fork meter is one of our best tools 
for electrical maintenance & diagnostics. 
The fork is designed to be slimmer and thinner for 
easier access to the electrical wires,improving the 
efficiency of the measurements. The additional 
features such as Temperature, NCV,Resistance, 
Diode, LOZ puts this tool to a multi-purpose meter 
for all kinds of electrician, hobbyist or DIY applica-
tions. 

Features

- Portable Appliance Testing
- Built-in Memory
- SD Memory
- Report Generation
- Built-in Keyboard
- Standard Format Report

Besides safety testing of appliances, MS5911B also offers built-in keyboard to record 
testing data and stores in built-in or SD memories. It can test the safety of 110V, 230V, 415V 
equipment based on the combination of insulation, leakage and grounding tests.

Safety rating & Certification

Safety rating & Certification



MS8301D
SMART DIGITAL MULTIMETER

MS8238H
DIGITAL MULTIMETER WITH WIRELESS

08 09NEW ARRIVALNEW ARRIVAL

Features

- 600V AC/DC Voltage Measurement

- Large Dual backlight display with 6000 counts
- Up to 3kHz frequency detection
- Elegant double molded design
- MIN/MAX, Data Hold, and non-contact AC voltage detector
- Auto Power off 

Features

- Auto and Manual Ranging with TRMS
- 600V AC/DC Voltage measurement
- 10A AC/DC Current measurement

- Large display with 4000 counts
- Temperature, Auto Hold, and Non-Contact Voltage detect capability
- IOS and Android capable
- Test lead, K-type probe, and 9V battery included

MS8301D is an innovative device with the Smart 
function which allows users to operate in 
convenient without electrical acknowledge. 
While in operation, it detects the object in AC/DC 
voltage, resistance, continuity, with Large Dual 
display fully automatically. It is a perfect tool 
for household, hobbyists, and electricians.

MS8238H is a compact sized multimeter with wireless, it is the ideal solution for professional 
technician, engineers to keep away from live circuit or electrical panel to prevent dangers while 
inspecting or measurement. Also, it features with data logging to allows users sharing, 
data record, and demo graphics with compatible mobile software.

Safety rating & Certification

Safety rating & Certification

Application

Application



MS8361D
DIGITAL MULTIMETER WITH WIRELESS

MS8333A
PORTABLE MULTIMETER 

10 11NEW ARRIVALNEW ARRIVAL

Features

- Auto and Manual Ranging with TRMS
- 600V AC/DC Voltage measurement
- 10A AC/DC Current measurement

- Up to 100mF capacitance measurement
- Frequency and Duty cycle
- NCV, APO, hFE and Relative measurement
- Large LCD backlight display with 4000 counts
- Test leads, Multi-function socket, and battery included

The digital multimeter MS8333A can 
measure voltages up to 600V, currents 
up to 10A and electrical resistance up 

you can use the measuring leads, which 
are included in the package of the digital 
multimeter. Just like Plug and Play.

Features

- 600V AC/DC Vortage measurement
- 600mA AC/DC Current measurement

- Capacitance measurement with up to 600uF
- Frequency and duty cycle capability
- Large backlight display with 6000 counts
- True RMS AC Measurement
- NCV, Data Hold, APO, and Battery test function
- Test leads and Battery included

MS8361D is a professional graded TRMS multimeter 
with wireless, it is the ideal solution for professional 
technicians and engineers to keep away from live 
circuit or electrical panel to prevent dangers while 
inspecting or measurement. The Mastech App 
allows you to review data record, sharing readings 
over the mobile. Besides voltage and currents, it 
also features capacitance, frequency and duty cycle 
and much more...

Safety rating & Certification Safety rating & Certification

Application



MS8239D
AUTOMOTIVE MULTIMETER 

MS5206
DIGITAL INSULATION MULTIMETER

12 13NEW ARRIVALNEW ARRIVAL

The Automotive Multimeter is a handheld battery operated professional automotive multimeter 
designed to provide troubleshooting solutions in today's sophisticated automotive electronic 
systems. The automotive multimeter measures AC/DC voltage, AC/DC current, resistance, 
diode, and continuity, as well as testing Tach and Dwell. The multimeter is designed specifically 
for technicians to provide basic automotive electrical tests and automotive specific diagnostic 
functions needed to maintain and troubleshoot today's vehicles.

Features

- 600V AC/DC Voltage Measurement
- 10A AC/DC Current Measurement

- 2 Automotive testing features selection: DWELL/TACH
- Large backlight display with 2000 counts
- APO, DATA HOLD, and MAX measurement

The Mastech MS5206 Insulation Multimeter 
combine a digital insulation tester with a full-
featured, true RMS digital multimeter in a single, 
compact, handheld unit, which provides maximum 
versatility for both troubleshooting and preventative 
maintenance. Whether you work on household or 
industrial field even with the motors, generators, 
cables, or switch gear, the MS5206 Insulation 
Multimeter is ideally suited to help you with your 
tasks and at a cost that is far less than buying the 
two products.

Features

- TRMS Measurement
- 1000V DC / 600V AC measurement

- Large backlight display with 6600 counts
- Wireless connectivity with Data logging capability
- APO, MAX/MIN, and DAR/PI function
- Alligator Clip, Test Leads, Carrying Bag and Battery included

Safety rating & Certification

Safety rating & Certification



MS2033A
SMART DIGITAL CLAMP METER

MS2016A
AC LEAKAGE CLAMP METER

14 15NEW ARRIVALNEW ARRIVAL

Features

- 600V AC/DC Voltage Measurement
- 600Amps AC Current Measurement

- Dual backlight display with 6000 counts
- Up to 3kHz frequency detection
- Elegant double molded design
- MIN/MAX, Auto Hold, Auto Power off
- Test lead, User manual, and Battery included

Features

- True RMS AC Voltage measurement
- 600V AC/DC measurement
- 4mA - 150A AC Current measurement

- Capable of up to 40mF capacitance measurement
- K-Type Temperature range : -20°C~1000°C / -4°F~1832°F
- Large LCD display with 4000 counts
- APO, LPF, MAX/MIN, Diode and Data Hold
- Jaw Size: Ø30mm/1.18"
- K type thermocouple, Battery and Carrying Pouch included

Ideally designed for non-invasive checks of insulation 
condition, the MS2016A leakage meter allows you to 
perform tests without powering down the installation 
or disconnecting equipment. Saving you time, without 
compromising on quality or safety. The unique jaw 
design of the MS2016A AC Leakage Current Clamp 
Meter eliminates the influence of adjacent current 
conductors, and minimizes the effects of external 
magnetic fields, even at low currents. This allows 
you to perform accurate and reliable tests in today’s 
crowded electrical environments. The tough and high-
quality jaw design of the AC leakage Clamp meter 
guarantees high stability for long-term repeatability 
and durability.

SMART

ACA & ACV

MS2033A is an innovative Clamp Meter with the 
Smart function which allows users to operate in 
convenient without electrical acknowledge. While in 
operation, it detects the object in AC/DC voltage, 
Current, resistance, continuity, with Dual display 
fully automatically. Also, Features flexibility manual 
operation functions for the user who are in the 
expert electrical field.  It is a perfect tool for 
household, hobbyists, and electricians.

Safety rating & Certification

Safety rating & Certification



MS2225A
SINGLE PHASE POWER CLAMP METER

MS5911
SAFETY PAT PLUS

16 17NEW ARRIVALNEW ARRIVAL

Features

- True Root Mean Square 
- 750V AC Voltage Measurement
- 1000V DC Voltage Measurement
- 1000V AC Current with Inrush Current measurement

- Up to 100mF capacitance measurement
- Active / Apparent / Reactive Power Function
- Frequency and Duty cycle
- Power Factor / Harmonic measurement
- Large backlight display with 6000 counts
- Jaw Size : Ø40mm/1.6"
- NCV, MAX/MIN, Data Hold and App capability
- Test Leads, Alligator Clips, 
  Battery and Carrying Pouch included

The MS2225A is a professional and high-quality 
power clamp meter. Combining the functions of a 
clamp meter, data logger, and digital power meter 
into one handy device.Besides effectively 
performing basic tasks like measuring power and 
power factor, the Mastech MS2225A power Clamp 
meters offer the ease of use, portability, and 
flexibility needed to resolve most power issues in 
commercial, industrial and residential settings.

Features

- Suitable for Class I/II Appliance
- Grounding Current measurement up to 200mA with 5VDC testing voltage
- Insulation voltage selection 250V/500VDC
- 110/230V AC substitute leakage test functions
- IEC lead/Polarity Test
- Up to 300 Groups of Data logging
- Auto Power Off
- Capable with multiple regions (US/EU/UK)
- Main cord, Alligator clip test cord, Probe, Rugged padded carrying case, Battery and user's manual included

A MASTECH PAT tester is used for portable appliance testing, verifying that the electrical safety 
and operation of appliances are in accordance with relevant guidelines and regulations. With 
powerful auto test capabilities and simplified controls – including ‘one touch’ test routines – our 
testers increase the number of tests you can perform per day without compromising results. 
Lightweight and compact, they will withstand the tough demands of working in the field. Packed 
with all the features you need for testing portable appliances on-site, the handy PAT testing 
equipment by MS5911 provides a complete all-in-one solution.

*Available Versions:

UK Socket MS5911
MS5911A
MS5911D

USA Socket
EUROPE Socket

Safety rating & Certification

Safety rating & Certification



MS8922B
VOLTAGE TESTER WITH RCD

MS8911
SMART SMD TESTER (R/C/L)

18 19NEW ARRIVALNEW ARRIVAL

Features

- Up to 400V AC/DC Voltage measurement
- 50/60Hz frequency detection range
- Build-in RCD test function
- Light weight
- No Battery required

Features

- Fully automatic detect and measure
- Auto Ranging
- LCD display with 6000 counts
- Speedy measurement and accuracy
- PAL&SER measurement mode
- Quality and Dissipation factor identification

- Up to 6mF Capacitance and 200H Inductance measurement
- Cover Case and Battery included

MS8922B is a 2-pole AC/DC Voltage tester 
for a technician to maintenance electrical 
troubleshooting and common wiring issue. 
It features RCD function to determine the 
condition of circuit breaker trip to ensure 
safety and to prevent household electrical 
caution.

MS8911 - High precision Smart SMD Tester is an 
LCR Meter and component identifier. A professional 
instrument for measuring inductance(L), 
capacitance(C), and resistance(R) with large LCD 
display and automatically identify surface mount 
components. It provides AC/DC measurement mode 
and with frequency up to 10kHz can be provided for 
L.C.R in AC mode to meet the actual needs better. 
It is a perfect tool for Electronics technicians, 
Laboratory technicians or R&D engineers...

Safety rating & Certification

Certification



MS6612D
DIGITAL LIGHT METER WITH WIRELESS

MS6252D
DIGITAL ANEMOMETER WITH WIRELESS

20 21NEW ARRIVALNEW ARRIVAL

Features

- Up to 200000 Lux measurement
- Up to 20000 FC
- Up to 999900 CD
- Multiple light source value features
- LCD display with 2000 count
- MIN/MAX, APO, Data Hold
- Relative and Peak Measurement
- Zero Calibration
- Analog Bar graph Indication
- Carrying Pouch and battery included

MS6612D is a compact sized Luxmeter with wireless ability. It allows users to 
measure light source from a location the unreachable and to captures the highest 
reading. The Mastech APP is capable of data logging and sharing reading.

MS6252D is Wireless Multi-Function anemometer to measure the wind speed, air volume 
ambient temperature, humidity, dew point temperature and wet bulb temperature. This hand 
held meter allows users to trace the readings and measures without holding a period of time 
via Mastech APP.

Features

[ MS6252B ]
- Measure Wind Speed/Volume
- Temperature and Relative Humidity
- LCD Backlight display with 9999 counts
- MAX/MIN, Auto Power Off, Data Hold
- USB Cables & Software compatible with WinOS
- Battery & Carry Pouch included

[ MS6252D ]
- Wireless capable Mastech App
- 15 meters wide connectivity range
- Compatible with IOS/Andriod

Certification

Certification



MS6561
IMAGING IR THERMOMETER

22 NEW ARRIVAL 23TOP SELLERS

Features

- Temperature range measurement : -20°C~400°C, -4°F~752°F
- Emissivity : 0.1 - 0.99
- Distance Spot ratio : 30:1

- Image resolution : 80 x 60 pixels
- Field of View (FOV) : 50° x 38.6°
- 2.4" TFT LCD Display with 240 x 320 resolution
- USB 2.0 Data Trasmission 
- Memory storage up to 8GB MicroSD Card
- IP54 waterproof & dustproof design
- Drop Test : 2 meters drop protection
- Built-in Lithium rechargeable battery

Designed for Industrial and indoor electrical inspection, 
the MS6561 will help you easily find unseen hot and 
cold spots in electrical cabinets or switch boxes from 
a safe distance. The wide field of view gives you 
image clarity on small details from a farther distance, 
including small connectors and wires. It also makes 
your work easy and productive to helps technicians to 
quickly identify issues before it becomes serious caution.

TOP
SELLERS

Certification
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MS8238B / MS8238C
DIGITAL MULTIMETER 

MS8229
DIGITAL MULTIMETER  MULTI-FUNCTION 5 in 1 

Features

Features

- 600V AC/DC Voltage Measurement
- 10A AC/DC Current Measurement
- Portable design with LCD display 2000 counts
- Non-Contact Voltage Detection, Continuity, Data hold and Battery test - 1000V DC Voltage measurement

- 600V AC Voltage measurement
- 10A AC/DC Current

- Frequancy ,Duty Cycle, and Capacitance capability.
- Temperature measure -4°F to 1832°F (-20°C to 1000°C)
- Humidity, Sound and Luminosity capability

[ MS8238B ]
- Manual range

[ MS8238C ]
- Auto and manual range

- Temperature measure -4°F~1382°F (-20°C~750°C)
- Auto Power off
- K-Type Thermocouple included

- Sound - the measuring device uses a built-in electric condenser microphone to measure noise in 
  factories, schools, offices, airports and more. It can also be used to check the acoustics of studios, 
  auditoriums and sound system installations.
- Luminosity - the device uses a built-in silicon diode sensor to measure illuminance and is fully cosine 
  corrected for the angular incidence of light.
- Temperature - the device uses an external semiconductor sensor with a type K thermocouple 
  (included in delivery contents).
- Humidity  - the measurements are made via a built-in sensor designed for evaluating indoor 
  environmental conditions.
- Electrical - the device performs AC / DC voltage, current, continuity and diode measurements 
  and testing. 

Mastech MS8229 is a portable handheld multifunctional 
digital device used to measure sound, luminosity, humidity, 
temperature, AC/DC current, electrical resistance, 
capacitance and frequency. 
This multipurpose, all-in-one measuring instrument has 
myriad applications in a plethora of industries and 
environments.

The digital multimeter MS8238 can measure voltages up to 600V, currents up to 10A 

measuring leads, which are included in the package of the digital multimeter. Just 
like Plug and Play.

Safety rating & Certification

Safety rating & Certification
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MS8253D
DIGITAL MULTIMETER WITH USB 

MS2030A / MS2030B
DIGITAL AC CLAMP METER

TOP SELLERS TOP SELLERS

- 600V AC/DC Voltage measurement
- Auto Power Off, Diode and Non-Contact Voltage Detector 

Features

[ MS2030A ]
- Slim and Handy design
- Manual Range
- Up to 200A AC current measurement 

- Easy to read 2000 counts display with Backlight
- Data Hold 
- 1.1"(28mm) Jaw Size Clamp
- Test Lead, Batteries and Carrying Pouch included

[ MS2030B ]
- Auto/Manual Range
- Up to 600A AC Current measurement

- 4000 counts display with Backlight
- Frequency and Duty Cycle
- Temperature measurement: -20°C~1000°C / -4°F~1832°F

Features

- Auto Ranging with True RMS
- 1000V AC/DC Voltage Measurement
- 10A AC/DC Current Measurement

- Non-Contact AC Voltage detection, Frequency, Duty Cycle 
  Capacitance capability.
- Large Backlight LCD Display with accuracy 6600 counts
- Double Molded with heavy duty case
- USB interface compatible with WinOS

The MS8253D offers USB cable 
connectivity to your laptop or PC 
using a USB receiver. 

The Multimeter transmits real-time 
data for monitoring, trending, and 
analysis (using the included 
software) on one of two available 
frequencies. 

Now, electrical professionals can 
monitor and data log readings at 
a conform distance from 
hazardous locations. 

Additionally, it is easier to perform 
remote tasks such as powering up 
a device from a control panel that 
is not nearby. 

From a time-saving perspective 
for laptop users. 

In addition to data logging, 
MS8253D can also reads voltage, 
current, resistance, capacitance, 
frequency, duty cycle, continuity, 
diode testing (3.2V) and NCV. 

Complete with double molded test 
leads, USB cable, PC Software, 
and a 9V battery.

The MS2030 series is an Auto/Manual Range AC Clamp Meter which has a 1.1-Inch 
circular jaw for general electrical wires. In addition to AC Current, it can measure AC/DC 
Voltage, Resistance, and has a continuity beeper. 

Application

Safety rating & CertificationSafety rating & Certification
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MS2101
DIGITAL AC/DC CLAMP METER

MS2125A / MS2125B
DIGITAL AC/DC CLAMP METER

TOP SELLERS TOP SELLERS

Optimized ergonomics and accuracy 
measurements make the MS2101 
clamp meter as one of the best 
troubleshooting tools for industrial 
and residential electricians. 

- 750V AC voltage measurement
- 1000V DC voltage measurement
- 1000A AC and DC current measurement
- Resistance measurement up to 40  with 
  Diode and continuity detection
- Temperature and capacitance capability

Features

Features

- Slim, elegant design
- Large, easy to read 4000 counts display
- CAT II 1000V / CAT III 600V safety rating
- Hold & Zero button
- Frequency & Duty cycle selection
- 1.7" (42mm) large jaw size clamp
- Soft carrying pouch included

True RMS measurement and Optimized ergonomics make the MS2125A/MS2125B clamp 
meter as one of the best troubleshooting tools for industrial and residential electricians. 
These Clamp meter are also offer highly level ranges of AC/DC Current and frequency 
measurement.

- 750V AC Voltage measurement
- 1000V DC Voltage measurement
- 1000A AC/DC and Inrush Current measurement

- Non-Contact AC Voltage detection, Duty Cycle and 
  Capacitance capability

[ MS2125A ]
- Elegant design
- Large, easy to read 6000 counts display with Backlight
- CAT III 1000V safety rating
- Hold & Zero button
- MAX & MIN measurement selection
- 1.6" (40mm) large Jaw size clamp
- Soft carrying pouch included

[ MS2125B ]
- Dual Display
- Bar Graph
- USB Interface and Win OS compatible Safety rating & Certification

Safety rating & Certification

Application
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MS6860
SOCKET TESTER

MS5902
CIRCUIT BREAKER FINDER

TOP SELLERS TOP SELLERS

Features

MS6860B MS6860C MS6860D MS6860E

MS5902TB

MS5902TC

MS5902TD

MS5902TE

MS5902TF

- LED Indicate Condition of the Socket's Wring:
  Correct
  Missing Earth
  Live-Earth Reverse
  Live-Neutral Reverse
  Missing Neutral

Features

- Quickly locate 110V or 220V Circuit Breakers 
- Bright Red and Green LEDs indicate
- Audible and visual circuit breaker indication
- Bright Working flashlight 
- Socket tester features to tests outlet wiring.
- Low Battery Indication (transmitter) 

- Lightweight, elegant design
- Conforms with CAT II safety rating

- MS6860B comply with 110V (US/Canada)
- MS6860C comply with 220V (Oceania)
- MS6860D comply with 230V (EU region)
- MS6860E comply with 230V (UK)

MS6860 Series has introduced a range of professional electrical socket tester 
with modern, ergonomic and durable designs. The series includes MS6860B/C/D/E, 
professional tools designed for contractors or residential to rapidly and reliably 
test the safety of installed mains sockets.

The MS5902 RT series is an AC 
Circuit Break Finder Transmitter/Finder 
that locates circuit breakers and tests 
outlet wiring. The MS5902RT series 
allows the user to quickly locate 110V 
or 220V AC Circuit breaker and fuses 
with audible and visual circuit breaker 
indication.

Safety rating & Certification Safety rating & Certification
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MS6818
ADVANCED WIRE TRACKER

MS8902A
NON-CONTACT AC VOLTAGE DETECTOR

TOP SELLERS TOP SELLERS

- Detect AC/DC 12~400V
- Depth of tracking range up to 1.5m
- Handy design easy to carry
- Test lead, alligator clip set, grounding rod and carrying bag included

Features

- 12~1000V AC Detection
- 50~500 Hz Frequency
- LED light and sound indication
- Auto Power Off
- Double Molded, Slim design
- Battery included

Mastech MS6818 Wire tracker which can be used to locate the signal, break or short wire 
under the wall with conduit condition. It also features to detect AC voltage, identifies fuse 
breaker and safeguards. The Wire tracker comes with a transmitter and locator that allow 
the user to adjust the sensitivity level and multiple pole application.

MS8902A is capable of detecting the presence 
of live wires before testing, this pocket-size AC 
voltage detector features a low-profile tip that 
can be inserted into outlet receptacles or used 
to trace along wire insulation to locate breaks. 
This detector measures from 12 to 1000VAC 
(50~500 Hz) with adjustable sensitivity function. 
Use for line out testing, locating breaks and 
control panel troubleshooting. 

Application

Safety rating & Certification

Safety rating & Certification

*For other versions please refer to MASTECH general catalog.
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MS8907
NON-CONTACT AC VOLTAGE DETECTOR

MS6580B
NON-CONTACT AC VOLTAGE DETECTOR WITH IRT

TOP SELLERS TOP SELLERS

Features

- 50-1000V AC Voltage Detection
- Suitable with 50/60Hz frequency level
- Bright LED flashlight
- Red/Green LED indication 
- Pocket style with clip, easy storage
- Battery included

Features

- Detect 12~1000V AC Voltage,50-60Hz frequency range
- Temperature measurement: -4°F~626°F (-20°C~330°C)
- Fixed 0.95 Emissivity covers 90% of surface objects 

- Adjustable NCV sensitivity level
- Backlight LCD Display
- Laser pointer with Bright Flashlight 

The MS8907 Non-Contact Voltage Detector from Mastech 
and is designed to be pocket-sized and easy to use. 
Suitable for outlets or against wire insulation testing, this 
AC Voltage Detector/Flashlight for non-contact detection 
of AC Voltage measures from 50 to 1000V (50/60 Hz). 
Red LED indicator indicates the presence of voltage. 
Other features of this detector is its LED flashlight for 
illuminating dimly lit areas.

The MS6580B Non-Contact Infrared Thermometer with NCV 
from Mastech and is designed to be pocket-sized and easy 
to use. Model MS6580B combines a CAT III-600V Voltage 
Detector (with a wide range from 12 to 1000V) with an 
Infrared Thermometer which measures and displays 
non-contact surface temperatures on the built-in LCD 
screen using a from -4 to 626°F (-20 to 330°C). 4:1 distance 
to target ratio.

Safety rating & Certification

Safety rating & Certification
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MS6522B
INFRARED THERMOMETER

MS6531A
INFRARED THERMOMETER

TOP SELLERS TOP SELLERS

Features

- Wide Tempeature Range: -4°F to 932°F (-20°C to 500°C)
- Built in Laser Pointer easy for targeting
- Large Display with Backlight LCD
- Fixed 0.95 Emissitivy covers 90% of surface objects
- Auto Hold when trigger release

- Auto Power Off

The MS6522B is a Wide Range Non-contact 
IR theremometer. Meter capable to measure 
non-contact surface temperature up to 932°F 
and as low as -4°F (-4°F to 932°F). Visible 
over range indicators 10:1 distance to target 
ratio with a built-in laser pointer for easy 
targeting. 

Features

- Wide Temperature Range: -76°F to 932°F (-60°C to 500°C)
- K-Type Temperature Measurement: -40°F to 1976°F (-40°C to 1080°C)
- Built in Laser Pointer easy for targeting
- Large LCD Color Display with Backlight
- Adjustable 0.1~1.00 Emissivity
- Auto Hold when trigger release 

- Auto Power Off, High/Low Alarm
- Carrying Pouch and K-type test lead included

The MS6531A is a Wide Range Non-
contact IR thermometer. Meter capable 
to measure non-contact surface 
temperature up to 932°F and as low 
as -76°F (-76°F to 932°F). Audible and 
visible over range indicators. 12:1 
distance to target ratio with a built-in 
laser pointer for easy targeting. Also 
Features with K-type temperature 
measurment up to 1976°F.

CertificationCertification

*For other versions please refer to MASTECH general catalog. *For other versions please refer to MASTECH general catalog.
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MS6541
INFRARED THERMOMETER

MS6404
LASER DISTANCE METER

TOP SELLERS TOP SELLERS

Features

- Min/Max, Add and Subtract measurement
- 30 Groups of data logging
- Backlight display
- Auto Power off
- Built-in Bubble level

MS6404 Distance : 40M
MS6406 Distance : 60M
MS6408 Distance : 80M

Features

- Wide Temperature Range: -58°F to 1400°F (-50°C to 760°C)
- K-Type Temperature Measurement: -58°F to 572°F (-50°C to 300°C)
- Built in Laser Pointer easy for targeting
- 100 Groups Data Logging
- Large LCD with Backlight
- Adjustable 0.1~ 1.00 Emissivity 
- Auto Hold when trigger release

- Auto Power Off, High/Low Alarm
- Carrying Pouch included

The MS6541 is a Wide Range Non-contact IR 
thermometer. Meter capable to measure 
non-contact surface temperature up to 1400°F 
and as low as -58°F (-58°F to 1400°F). 
Audible and visible over range indicators. 30:1 
distance to target ratio with a built-in laser 
pointer for easy targeting. Also Featured K-type 
temperature measurment up to 572°F.

The simple-to-use MS6404 Laser Distance 
Meter accurately measures from 2" to 300" 
inches and capable to calculate area and 
volume. The integrated Pythagoras 
theorem also allows users to take indirect 
measurements. Meter also features 
Min/Max function with tracking updates 
every 0.5 seconds. The Laser Distance 
Meter has double molded hosing with IP54 
waterproof and dust proof rating.

Certification Certification

Application
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MS2302
EARTH RESISTANCE TESTER

Features

The MS2302 is a handheld instrument used to quickly and easily determine earth and 
ground resistance. The MS2302 earth resistance meter allows measuring ground 

LCD backlight display with accuracy indicates 4000 counts. It also featured with data 
logging up to 99 groups of memories. The delivery includes three testing cables and 
grounding rods. The carrying pouch can be used to store the accessories.

- 2 pole / 3 pole measuring method

- Measuring earth voltage up to 200V
- All the accessories are stored in the carrying case.

Safety rating & Certification

PRODUCT
ADVANCED



MS2301
EARTH RESISTANCE CLAMP METER

MS2203
THREE PHASE POWER CLAMP METER

42 43ADVANCED PRODUCT ADVANCED PRODUCT

The MS2301 is a Clamp-On Ground Resistance Tester that enables non-contact 
measurements of ground conductors. AC Leakage current range of 100mA to 20A 
with 0.1mA resolution. Programmable Datalogging with 99 data points. Performs 
without the need for auxiliary spikes. Complete with 9V battery, Resistance check 
plate and durable molding carrying case.

Features

- Autoranging ground resistance measurements from 0.01 Ohm to 1200 Ohm with 0.001 Ohm resolution
- AC Leakage current range of 100mA to 20A with 0.1mA resolution
- Programmable Datalogging with 99 data points
- Programmable Hi/Lo Alarm
- 1.8"x1.3"(45mmx32mm) Jaw size for large ground rods
- Auto Power off, Data Hold, Large LCD display with accuracy 9999 counts

Features

- 2.0"(50mm) clamp jaw opening and large dual LCD display (9999 count)
- Measures 1/3-Phase Active Power(kW), Apparent Power(kVA), Reactive Power(kVAR), Active Energy(kWh), 
  Power Factor and Phase Angle with Lead/Lag indicator
- 1000A AC current with 0.1A resolution
- 600V AC Voltage measurements with simultaneous frequency display
- Compatible with Window OS
- Data Hold, MIN/MAX measurement
- Complete with test lead kit, Test Clip, carrying case, and batteries 

The MS2203 is a TRMS Three Phase 1,000 Amp AC Power Clamp 
Meter Kit. Measures 1/3-Phase Active Power (kW), Apparent 
Power (kVA), Reactive Power (kVAR), Active Energy (kWh), 
Power Factor, and Phase Angle with Lead/Lag indicator. Auto 
Detect AC/DC Voltage measurements with simultaneous 
frequency display. In addition, the supplied test lead kit includes 
test leads, 4 alligator clips, test probe and RS232 Cable. 

Application

Safety rating & Certification

Safety rating & Certification

Application



MS2308
ADVANCED EARTH RESISTANCE TESTER

MS2308
ADVANCED EARTH RESISTANCE TESTER

44 45ADVANCED PRODUCT ADVANCED PRODUCT

Features

- Measurement voltage includes 20V/48V two type choices
- 2 Pole/ 3 Pole/ 4 Pole earth resistance measurement
- Tests Soil Resistivity by 4 Pole
- Current clamps help you easy to do measurement without breaking the ground connection
- Automatic frequency control (AFC) is used to identify interference frequency and select the 
  proper one to reduce the influence of Interference voltage
- Measures the interference voltage and leakage current with alarm if over limitation
- Data Logging up to 100 groups and USB interface to PC

With the latest technology in a small-sized, robust and easy-to-use instrument, 
this series of earthing resistance tester is mainly used to test the earthing 
resistance of transformer, lightning-proof system, high-voltage power tower 
and telecommunication equipments, etc., providing a perfect solution for the 
earthing resistance test.

Certification

3 Pole & 4 Pole

Non-auxiliary-polar mode

2 Pole R (AC) 2/4 Pole R  (DC)

RK (Wire Compensation)

Interfering Voltage / Current / Frequency

( 3 pole+           / 4 pole+          )

Application

Diagram for 3-/4-pole connection

AUX earthe electrode

AC-resistance connections 2-pole R
Connections

/4-pole R

Earth Electrode

AUX earth electrode

Stakeless-test diagram
Test-wire compensation Earth electrode-wire compensation

AUX earth electrode

Interference Voltage/Frequency Interference current



MS5205B
INSULATION RESISTANCE TESTER

MS5215
ADVANCED HIGH VOLTAGE INSULATION TESTER

46 47ADVANCED PRODUCT ADVANCED PRODUCT

Features

- 1000V DC Voltage Measurement
- 750V AC Voltage Measurement
- Compare/DAR & PI function

- Test Lead, Aligator clip and carrying bag included

Features

- 5000V DC of insulation testing voltage
- 3mA Leakage current measurement
- 5T Ohms resistance measurement
- 1000V DC / 750V AC Voltage measurement
- Up to 100 manually tested data and 10 groups of log test data 
  can be saved
- Temperature measurement: 14°F~158°F (-10°C ~ 70°C)
- USB interface compatible with WinOS
- Equipped with rechargeable lithium ion batteries or 
  compatible with 6 x Alkaline LR14
- Operation consumption: Approx 9 hours (Alkaline); 
  Approx 5 hours(Rechargeable)
- Tester probes leads, Aligator clip, RS-232, 
  Temperature sensor, PC software, User manual, 
  AC charger, and backpack included

The MS5215 is the simplest unit available in the Mastech Advanced line of insulation resistance 
testers. The unit is capable of testing insulation resistance up to 5kV output DC voltage and 

which make it easy to use daily in professional settings.

The features a large, clear, easy to read display, suitable for use in both bright and poorly lit 
environments. That means important information including insulation resistance, voltage, 
leakage current, DAR/PI value, Temperature, and time constant are always visible no matter 
where you must test. In addition, the elapsed time of the test is displayed constantly on-screen, 
eliminating the need for a separate timer.

The MS5215 also features a tough dual case design. This means that the unit's protective 
casing is actually double layered, providing strong protection. The outer layer of the case has 
been designed to protect the MS5215 from hard drops or knocks to the unit's body.

The MS5205B is a Compact Insulation Resistance Tester which allows quick and easy 
testing/troubleshooting of motors, transducers, and other industrial appliances. 

with double molded protective hard cover and soft outlined to conveniently transport 
your meter and accessories to the next job site or to safely store away. Featuring 
DAR & PI function, Continuity beeper, Large 4000 Count display with backlight, 
Auto-discharge and voltage output warning functions as well as Low battery indication.

Safety rating & Certification

Safety rating & Certification

*For other versions please refer to MASTECH general catalog.



Visit us at:

© 2018-2019 Mastech Group Limited, all rights reserved.

Partners around the world

ANDORRA
ALGERIA
ARGENTINA
AUSTRALIA
AUSTRIA
AZERBAIJAN
BAHRAIN
BANGLADESH
BELGIUM
BRAZIL
BULGARIA
CANADA
CHILE
CHINA
COLOMBIA
CONGO
COSTA RICA
CYPRUS

CZECH REPUBLIC
DENMARK
DUBAI
ECUADOR
EGYPT
FINLAND
FRANCE
GERMANY
GREECE
GUATEMALA
HOLLAND
HUNGARY
INDIA
INDONESIA
IRAN
IRAQ
ISRAEL
ITALY

JAPAN
JORDAN
KAZAKSTAN
KENYA
KOREA
LEBANON
LITHUANIA
MACEDONIA
MALAYSIA
MAURITIUS
MEXICO
MOLDOVA
MONGOLIA
MOROCCO
MYANMAR
NEPAL
NEW ZEALAND
NIGERIA

NORTHERN IRELAND
NORWAY
PAKISTAN
PALESTINE
PANAMA
PARAGUAY
PERU
PHILIPPINES
POLAND
PORTUGAL
QATAR
ROMANIA
RUSSIA
SAUDI ARABIA
SINGAPORE
SLOVENIA
SOUTH AFRICA
SPAIN

SRI LANKA
SWEDEN
SWITZERLAND
SYRIA
THAILAND
TURKEY
U.A.E.
U.K.
U.S.A
UKRAINE
URUGUAY
VIETNAM

A             COMPANY

MS8050
TRUE RMS BENCHTOP MULTIMETER

48 ADVANCED PRODUCT

Features

- Auto/Manual Ranging with True RMS
- 1000V AC/DC Voltage Measurement
- 10A AC/DC Current Measurement

- Up to 5mF Capacitance measurement
- Logic/Linear Frequency up to 200kHz
- Large Dual Display  with accuracy 53000 counts
- Data logging, Auto Power Off, Max/Min, Data Hold 
- Compatible with Win OS with PC analysis software

The MS8050 provides versatility and reliability for a broad spectrum of laboratory and service 
applications. Being a true Multimeter it can make diode, frequency and continuity measurements 
in addition to basic current, voltage and resistance measurements.

The model is versatile and dependable 
bench multimeters suitable for 
applications in education, service and 
repair, and manufacturing requiring 
basic and reliable measurements. 
Additionally, these instruments enhance 
your productivity and USB connectivity, 
features not found in other bench 
meters in this price category. Max/Min, 
dBm, and Hold provide educators with 
a convenient tool to teach basic 
math concepts.

The MS8050 take typical multimeter 
measurements such as volts, ohms, 
and amps with great accuracy, stability, 
and basic VDC accuracy of 0.03%.

Safety rating & Certification


